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The sc1000 Service Port  
The sc1000 service port is used to update the sc1000 Display Module, the sc1000 Probe Module, 
the connected SC Sensors and also to operate the sc1000 System through the Embedded WEB 
Interface. 
For direct connection between a PC/Laptop and the sc1000 Service port please use a cross over 
Ethernet cable (Cat5, LZX998). The sc1000 also can be connected to a LAN. In this case please get in 
contact with your IT department to check the need of a reserved IP address for the sc1000 in the LAN. 

Functionality of the Embedded WEB Interface. 

¶ View the actual measurement values from each connected sensor. 

¶ Remote operation: The instrument can be operated in the same way like using the local user 
interface with the touch screen. 

¶ Remote diagnosis: The instrument and all connected SC-sensors can be examined remotely, 
download of diagnostics file. 

¶ Download of data log files and event log files: You can download the log files to your computer. 
The files are in <.csv> or <.txt> -format (both can also be packed <.zip>) and can be imported to 
Excel to create curves or to explore the data in detail. 

¶ Software update: All components of the sc1000 controller system and all connected scsensors 
can be updated by uploading new software versions into the instruments. 

How to get access to the sc1000 using the service port. 

¶ Required hardware: PC/Laptop running Windows 7 

¶ LZX998 Interface cŀōƭŜ ŦƻǊ ǎŎмллл όά9ǘƘŜǊƴŜǘ ŎǊƻǎǎ overŎŀōƭŜέύΦ 
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figure1: sc1000 connectors 

 
 
Navigate to MENU Ą SC1000 SETUP Ą BROWSER ACCESS: 
 

 
figure2: sc1000 network and browser settings 

 
Make following settings: 

¶ <LOGIN PASSWORD> set password for browser and sc1000 software updates.  

¶ <EXTERNAL SERVICE DIAL-UP>  enable browser access and updates. 

¶ <DHCP> should be OFF. Only set to ON, when sc1000 display and PC/Laptop are 
connected to a managed network infrastructure ς ask IT manager before connecting an sc1000 
display to a managed network. 

¶ <IP ADDRESS> the default IP-address is 192.168.154.30.  An individual IP-address can be set if 
needed. This address must be remembered and later entered in Internet Explorer. 

¶ <FTP ACCESS> must be set to ON while new software is uploaded. For normal operation 
conditions (no software updates) this should be set to OFF. 

 
Use a standard web browser like Internet Explorer. Use Windows-Explorer for uploading files.   Enter 
the IP-address of the displaymodule in the web browser. 
 

http://192.168.154.30/
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How to set up your PC/laptop to connect to sc1000 via service port  
 

Step 1: Look for a suitable network adapter  

Note: You may need assistance from the IT department for the following steps. In some cases PC users 
cannot change network setting of their computers. 
 
When you have just one network adapter (which is the normal case), ǳǎŜ ǘƘŜ ά!ƭǘŜǊƴŀǘŜ /ƻƴŦƛƎǳǊŀǘƛƻƴέ 
option, that Windows offers. This is the recommended way when your computer is connected to 
another network (e.g. in your office) or when you use a docking station. 
 
If you have a second network adapter (for example USB to Ethernet adapter) you can use this adapter.  
 
Using a network with the sc1000. Change the settings of the network card to 10MBit, Full duplex, 
(default is mostly 100MBit). 
Confirm the changes. The following screens show how to change.  
 

Step 2:Network settings for  Windows PC/Laptop 

Note:When your computer has just one network adapter, it is required to disconnect the PC/Laptop 
from network and to connect it with the sc1000 using a άŎǊƻǎǎƻǾŜǊέ 9ǘƘŜǊƴŜǘ ŎŀōƭŜ. 
 
Oƴ ȅƻǳǊ t/κ[ŀǇǘƻǇ ƴŀǾƛƎŀǘŜ ǘƻ άbŜǘǿƻǊƪ ŀƴŘ {ƘŀǊƛƴƎ /ŜƴǘŜǊέΣ ǊƛƎƘǘ ŎƭƛŎƪ άtǊƻǇŜǊǘƛŜǎέΣ ŀƴŘ ǇǊŜǎǎ ά/ƘŀƴƎŜ ŀŘŀǇǘŜǊ 
ǎŜǘǘƛƴƎǎέ: 

 
 


























