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Service Partnership

With Hach®���6�H�U�Y�L�F�H�����\�R�X���K�D�Y�H���D���J�O�R�E�D�O���S�D�U�W�Q�H�U���Z�K�R���X�Q�G�H�U�V�W�D�Q�G�V���\�R�X�U���Q�H�H�G�V��
�D�Q�G���F�D�U�H�V���D�E�R�X�W���G�H�O�L�Y�H�U�L�Q�J���W�L�P�H�O�\�����K�L�J�K���T�X�D�O�L�W�\���V�H�U�Y�L�F�H���\�R�X���F�D�Q���W�U�X�V�W�����2�X�U��
Technical Support, Field Service, and Central Service Teams work together 
�Z�L�W�K���X�Q�L�T�X�H���H�[�S�H�U�W�L�V�H���W�R���K�H�O�S���\�R�X���P�D�[�L�P�L�]�H���L�Q�V�W�U�X�P�H�Q�W���X�S�W�L�P�H�����H�Q�V�X�U�H���G�D�W�D��
�L�Q�W�H�J�U�L�W�\�����P�D�L�Q�W�D�L�Q���R�S�H�U�D�W�L�R�Q�D�O���V�W�D�E�L�O�L�W�\�����D�Q�G���U�H�G�X�F�H���F�R�P�S�O�L�D�Q�F�H���U�L�V�N��

One Platform, Multiple 
Technologies

Thanks to the versatile instrument 
�S�O�D�W�I�R�U�P�����L�Q���P�D�Q�\���F�D�V�H�V���L�W���Z�L�O�O���E�H���S�R�V-
�V�L�E�O�H���W�R���P�D�W�F�K���W�K�H���R�Q�O�L�Q�H���D�Q�D�O�\�V�L�V���W�R��
�\�R�X�U���H�V�W�D�E�O�L�V�K�H�G���O�D�E�R�U�D�W�R�U�\���P�H�W�K�R�G����

	• Colorimetry

	• �,�R�Q���V�H�O�H�F�W�L�Y�H���H�O�H�F�W�U�R�G�H�����,�6�(����

	• Single and multi-parameter titration 

	• Voltammetry 

	• Chemiluminescence or respirometry 

All EZ sc and EZ Series analysers come 
in the same rugged mainframe with  
a compact footprint. Their common 
user interface on industrial panel PCs 
is easy to use and keeps training 
�H�†�R�U�W�V���O�R�Z��

Powerful Sample Preconditioning  

To meet the requirements of the indi -
vidual application, EZ sc and EZ Series 
�D�Q�D�O�\�V�H�U�V���F�D�Q���E�H���F�R�P�E�L�Q�H�G���Z�L�W�K��
�U�R�E�X�V�W���V�D�P�S�O�H���S�U�H�F�R�Q�G�L�W�L�R�Q�L�Q�J���X�Q�L�W�V��
�I�R�U���‰�O�W�U�D�W�L�R�Q���R�U���H�[�W�H�U�Q�D�O���G�L�O�X�W�L�R�Q�����$�O�O��
systems are designed for fully auto -
matic operation and require virtually 
no intervention. 

�7�K�H���V�H�O�I���F�O�H�D�Q�L�Q�J���‰�O�W�U�D�W�L�R�Q���V�\�V�W�H�P�V��
�D�U�H���D�Y�D�L�O�D�E�O�H���I�R�U���G�L�†�H�U�H�Q�W���S�D�U�W�L�F�O�H��
�V�L�]�H�V�����7�K�H�L�U���G�H�V�L�J�Q���D�O�O�R�Z�V���I�R�U���W�U�R�X�E�O�H��
�I�U�H�H���V�D�P�S�O�L�Q�J���D�Q�G���F�R�Q�W�U�L�E�X�W�H�V���W�R���K�L�J�K��
uptimes.

Applications You Can Trust 

EZ sc and EZ Series parameters cover 
the complete water cycle from water 
intake to wastewater effluent. Some 
�H�[�D�P�S�O�H�V����

	• Aluminium in drinking water 

	• Iron and Manganese in raw water 

	• Volatile Fatty Acids and Alkalinity  
�L�Q���D�Q�D�H�U�R�E�L�F���G�L�J�H�V�W�H�U�V��

	• Alkalinity and Hardness in cooling 
cycles
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